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TRIGON 
COMPONENTS 

 

Configurations: 

  Inductor 

 
 

FEATURES 
 

• Magnetically shielded 
construction. 

• Low Profile. 
• Large current and low DCR. 
 

APPLICATION 
 

• LCD Driver, Cellular Phone, Small 
DC/DC converter, Transformers,  
etc. 

 
                                        

ORDERING CODE 
 

ISDC4009   N   100  T  
            (1)                    (2)        (3)     (4) 

 
(1) SMT Shielded Power 

Inductors. 
 

ISDC4009, ISDC4011, 
ISDC4014 

 

(2) Tolerance: M: 20%, N:30%, 
 

(3) Inductance. 
   

(4) Package 
 

 
 
  

ISDCSeries 
SMT Shielded Power Inductor – ISDC4009, ISDC4011, ISDC4014 

Dimension (mm)  
 

ITEM A 
(max) 

B 
(max) 

C 
(max) D E F G H I 

ISDC 
4009 

4.9 4.9 1.0 1.0 3.3 5.4 1.4 1.65 2.9 

ISDC 
4011 

4.9 4.9 1.2 1.0 3.3 5.4 1.4 1.65 2.9 

ISDC 
4014 

4.9 4.9 1.5 1.0 3.3 5.4 1.4 1.65 2.9 

※Design as Customer’s Requested Specifications. 

 


