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TRIGON 
COMPONENTS 

 
 

ORDERING CODE 
 Axial Type Fixed Inductors 

220 

(4)  
Inductance: 
e.g.: 
220: 22uH 
391: 390uH 
102:1000uH 
 

 

 

 

 

 

 

            

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ILF 

(1)  
Fixed Inductors 
(Axial Lead Type) 

0204 

(2)  
Element Size 
0204, 0307, 0410, 
0412, 0510, 0512, 
0514. 
 

M 

(3)  
Tolerance 
J: ± 5% 
K: ± 10% 
M: ± 20% 
 

P 

(5)  
Form: 
T: Normal Form 
S: Short Form 
F: U Forming Vertical 
M: U Forming Horizontal 
P: Pana Forming Without Coating of Lead Wire 
Q: Pana Forming With Coating of Lead Wire  
 

A 

(6)  
Packaging 
B: Bulk 
A: Taping Ammo 
T: Taping Reel 
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TRIGON 
COMPONENTS 

 
 

ORDERING CODE 
 Axial Type Fixed Inductors  

 

 

                

   

Configurations for ‘T’ and ‘S’ form: 

 

 

Configurations for ‘M’ form: 
 

  

Configurations for ‘F’ form: 

   

 
 
    

 

  

Configurations for ‘U’ form: 

 
 

  

Configurations for ‘P’ form: Pana Forming without coating of lead wire 
Configurations for ‘Q’ form: Pana Forming with coating of lead wire: 
 
 

  
 

 

    

LEAD FORMING CONFIGURATION 


